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Safety recommendations

Because the TWIM 15 generates a magnetic
field, people wearing a pacemaker or implants
must not be within 5 m (16 ft) of the TWIM 15
during operation.

During the heating process observe a safety
distance of 30 cm (1 ft) with the workpiece

or the heater. Electronic equipment, such as
wristwatches, cellphones, etc. may also be
affected.

Always follow the operating instructions.

Make sure that the power supply voltage does
not deviate from the acceptable range of

100 - 240V, 50 - 60Hz.

Use the right power level, especially with
shielded or sealed with metallic inserts
bearings.

Do not expose the TWIM 15 to high humidity,
outdoors or to flammable atmospheres.

Do not modify the TWIM 15. All repairs should
be taken care by SKF repair shops. Do not touch
a damaged heater if plugged to the mains.
The TWIM 15 is solely intended to heat up
bearings, gears, couplings and other industrial
annular components. It is not intended to be
used as a domestic inductive plate. Do not heat
up cooking pans or pots.

The heater needs to be operated by
professionally trained people. Do not leave the
heater unattended. Especially when using time
mode.

Use proper handling systems when lifting heavy
workpieces.

Avoid contact with hot surfaces. Always wear
protective gloves. In case of burnings ask for
first aid help if necessary.

Never heat to temperatures above 200 °C
(392 °F).
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e In case of fire, do not use water nor powder-

based extinguisher. This will damage the

electronics. A CO2 based extinguisher is
recommended, if available.

e Be aware that fumes coming from the heated
element might occur.

EC Declaration of conformity

We, SKF Maintenance Products, Meidoornkade 14,
3992 AE Houten, The Netherlands herewith declare
under our sole responsibility that the products
described in these instructions for use, are in
accordance with the conditions of the following
Directive(s):

EUROPEAN LOW VOLTAGE DIRECTIVE 2014/35/EU
EMC DIRECTIVE 2014/30/EU

and are in conformity with the following standards:

EN 61000-6-2 (2005) + AC (2005) Industrial
(Immunity)

EN 55011 (2009) + A1 (2010), Class A, Group Il
(Emission)

EN 61000-3-2 (2014), A (Emission)

EN 61000-3-3 (2013) (Emission)

EN 60335-1 (2012): Safety of household and
similar electrical appliances

RoHS DIRECTIVE (EU) 2015/863
EN 50581:2012

Houten, The Netherlands, June 2019

G’ (€

Mrs. Andrea Gondova
Manager Quality and Compliance
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1. Scope of delivery

The TWIM 15 portable induction heater contains the

following:

e Induction heater TWIM 15

e Magnetic K-type 400 mm (1.31 ft) temperature
probe TWIM 15-3

e Temperature resistant gloves TMBA G11

e Schuko plug (not mounted) in the
TWIM 15/230V version

2. Introduction

The TWIM 15 portable induction heater is designed
to heat up roller bearings that are mounted with an
interference fit onto a shaft.

Other ring-shaped metallic components can also be
heated.

The heat causes the bearing to expand, which
eliminates the need to use force during installation.
A 90 °C (162 °F) temperature difference between
the bearing and shaft is generally sufficient to
enable the installation.

At ambient temperature of 20 °C (68 °F) the bearing
must be heated to 110 °C (230 °F).

Greased and sealed bearings can be heated.
Shielded bearings or sealed bearings with metallic
insertions must be controlled as the shield or

the metallic insert might heat much faster than
the bearing itself. The reduced power setting is
recommended in these cases.
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2.1 Principle of operation 2.2 Distinguishing features

The TWIM 15 portable induction heater consists e Portable:

of a high temperature resistant glass filled polymer Thanks to the medium frequency technology
top plate with electromagnetic coils beneath it. used and the right choice of materials, the
When the heater is switched on, electric current heater is light weight. This, together with the
runs through these coils, generating a fluctuating built-in handle, makes it portable to use it in
magnetic field, but no heat on the top plate itself. different locations or to easily store it in a locked
However, once you set an iron or stainless-steel place.

component on top, the magnetic field induces many e  Innovative heating of bearings:

smaller electric currents (Eddy currents) in the Thanks to the smart construction and operating
component’s metal. software of the heater, a low temperature

difference in between the inner ring and outer

thermal expansion of the inner ring compared
to the one of the outer ring.

e Versatile:
Thanks to the flat shape of the induction plate,
the user no longer must choose which yoke is
needed for every component. This increases
the number of different components that you
can heat up on the plate and at the same time
reduces the number of accessories needed.

e Quiet:

Due to the medium frequency technology the
Fig. 1 — Magnetic field around bearing heating of components does not make noise.

An LED indicates when the heater is heating,
Because iron is a poor conductor of electricity, even if you cannot hear it. A fan might be heard
when all these small currents run through the iron, after some use. This helps to cool down the
much of the energy is converted into heat. Thus, on electronics.
an induction heating plate, the heat is not coming e Power regulation:
from the top plate surface, but it is generated in the Thanks to the different power settings, the
component itself. This makes heating a lot more heater can heat up sensitive components at a
efficient than other heating methods. slower pace or other than bearings.

The drawback is that only components made from
iron will work with induction plates. Components
made of only copper or aluminum conduct electricity
too good to generate significant heat. Cast-iron and
stainless-steel work fine. A rule of thumb is: if a
magnet sticks to the component, the inductive plate
will heat it up. Nonetheless, small brass or copper
rings (such as shields or bearing cages), due to its
small mass, might heat much faster than the rest of
the bearing and a low power setting must be always
chosen.
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ring of the bearing is achieved. This reduces the
internal tensions generated due to the excessive



3. Description

The operation of the heater is controlled by the

internal electronics in two modes.

The operator can either select the desired

temperature of the bearing in Temperature Mode or
set the length of time that the bearing or component
will be heated in Time Mode. The power level can

be adjusted to Low Power Mode for slower heating
of sensitive workpieces (for example, bearings with

shields or metallic inserts in the seals).

3.1 Technical data

Designation
Max. bearing weight *

Min. bearing bore diameter
Max. bearing outer diameter

Max. bearing width

Performance examples
(bearing, weight, temperature, time)

Maximum power

Voltage

Max. current consumption

Temperature control
Demagnetisation
Dimensions (w x d x h)

Total weight

TWIM 15/230V, TWIM 15/110V
20 kg (44 [b)

20 mm (0.79 in)
320 mm (12.6 in)
85 mm (3.35 in)

6320: 7,1 kg (15,7 Ib), 110 °C (230 °F), 320 seconds

22320 CC/W33: 12,8 kg (28.2 Ib), 110 °C (230 °F), 755 seconds

TWIM 15/230V: 2,3 kVA
TWIM 15/110V: 1,8 kVA

TWIM 15/230V: 230V, 50 Hz
TWIM 15/110V: 110V, 60 Hz

TWIM 15/230V: 10 A
TWIM 15/110 V: 16 A

20-200 °C (68 - 392 °F)
The heater does not magnetise
450 x 500 x 100 mm (17.7 x 19.7 x 3.9 in)

6,6 kg (14.6 Ib)

* Depending on the geometry of the bearing, maximum heating temperature and power availability.
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4. Installation

A gualified electrician must install a suitable plug.

Make sure that the line voltage is within the
specified range depending on the heater type.

TWIM 15/230V 230V, 50Hz
Mains supply terminal Cable color
Neutral Blue

Line Brown
Ground Not connected
TWIM 15/110V 110V, 60Hz
Mains supply terminal Cable color
Neutral White

Line Black

Ground Not connected

AN IMPORTANT:

The main switch in the heater is not a safety switch.
The heater needs to be unplugged from the mains

to perform any repair.

If the mains cable is damaged, it must be replaced.

akF

Preparation for use

Place the TWIM 15 in horizontal position on a
surface.

Connect the mains plug to a suitable power
supply.

Carefully place the workpiece to be heated in
the center of the top plate.

The heater is designed to heat up one
component at a time.

If used in Temperature Mode, plug the
temperature probe into the connector.

Place the magnetic tip of the probe on the
horizontal surface of the bearing inner ring or
on the innermost surface of the workpiece.
Switch on the heater from the main switch,
which is located at the rear right of the heater.
The power LED will be lit for few seconds until
the entire display and heater will be ready.
Select the right heating mode and settings.
Once you have finished heating the component,
attach the magnetic probe tip to the metallic
sheet on the heater’s housing. This is the
temperature probe’s parking spot, located at the
rear left of the heater.
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6. Operation

6.1 User interface

Fig. 2 — User interface

From left to right:

The LOW POWER button and LED.

This button reduces the power of the heater by
half of what it would normally take.

If low power mode is selected, then the red LED
is switched on.

The temperature/time symbols button is the
MODE button. This button shifts in between
Temperature Mode and Time Mode.

LED display. The process information is
displayed here: goal temperature, actual
temperature, error codes, time, etc.

MINUS and PLUS buttons. These buttons
decrease or increase the value shown on the
LED display.

START/STOP button and heating LED.

Press to start or stop the heater. The LED
button is permanently ON when the heater is
heating.

EN

6.2 Temperature mode

In this mode components can be heated to a given
temperature.

If the LED screen shows °C or °F,

Temperature Mode is selected.

The selected temperature is shown on the
display. The default temperature for bearings
is 110 °C (230 °F). If a different temperature is
desired, press + or — to adjust the temperature
in steps of 1°. Keep the + or — buttons pressed
for a faster adjustment.

[t may be desirable to heat up bearings or other
components to temperatures above 110 °C
(230 °F) for an increased mounting time or

a tighter interference fit. Consult the bearing
specifications to determine the maximum
permitted temperature. Always ensure that
the bearing does not lock due to an excessive
expansion of the inner ring compared to the
outer ring.

Make sure that the temperature probe is
mounted on the hearing inner ring flange.
Press START/STOP to start the heater.

The heating LED will switch on. Even if you
cannot hear it, the component is being heated.
The user interface displays the temperature
detected by the temperature probe.
Temperature differences in between top

and bottom might occur. This is due to the
higher influence of the inductive coils on the
bottom part of the component. This effect is
automatically adjusted in the last stages of the
heating.

During heating, when pressing the MODE
button, the heating time is shown.

When the selected temperature has been
reached, the bearing is then ready to be taken.
An acoustic signal will be generated for

4 seconds.

If the component is not removed nor the
process stopped, the temperature holding
feature will maintain the component at
temperature for 10 minutes.

By removing the temperature probe or

the workpiece, the heating process will
automatically stop. It can also be stopped by
pressing the START/STOP button.

Remove the workpiece with proper handling
equipment. Do not slide the hot component
over the user interface surface as this will
damage the heater.

The heater is now ready to heat up another
workpiece with the same settings.
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e Depending on the size of the bearing, the 6.2.1 Temperature measurement

temperature probe might take some time to e When the heater is not operating, the
register the first temperature increase. temperature of the workpiece can be measured
This is because the heat is mainly coming from by pressing MODE and START/STOP at the
the bottom part of the bearing and the heat same time. Press any button to cancel the
takes some time to be transferred to the top. temperature measurement.
e The temperature probe is a valuable part of
N IMPORTANT: the heater. Treat it with care and after use, we
The TWIM 15 can heat up components up to suggest that it is placed on the probe’s parking
200 °C (392 °F). Heating above these temperature spot in the rear left of the heater to avoid
(by for example using Time Mode) can damage the damages on it.
heater. e The surface of the workpiece where the

temperature probe is located should be clean,
dry and flat. Measuring on dirty, wet or curved
surfaces will give wrong temperature readings
and may result in overheating the workpiece or
even damaging the heater.

e When heating one component after another
in warm environments or with very high
temperature settings, the temperature probe
might need some extra time to cool down
before starting a new heating job.

Error code EQ6 might be triggered then. If this
happens, simply allow some cooling time on a
cold surface.

6.2.2 Change of temperature unit

Press MODE and “+” at the same time to change in
between °C to °F.

Once a heating cycle is completed, the temperature
unit setting remains the same even after
disconnecting the heater from the mains power.
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6.3 Time mode

This mode is suitable for batch production, when
the time required to heat a workpiece to a given
temperature is already known. It is also used in
emergency cases, when the temperature probe

is missing or defective. The temperature of the

workpiece must be then checked using an external

thermometer, like a TKDT 10.

Not monitoring the temperature might result

in damages on the top plate due to too high

temperatures.

e |f the user interface display shows °C or °F,
press the MODE button to select Time Mode.

e Press + or — to adjust the time.

e Press the START/STOP button to start the
heater. The display will show the remaining
time.

e Whilst heating, the temperature measured
by the probe (if attached) can be displayed by
pressing the MODE button. When pressed again
it displays the remaining time again.

e When the time has elapsed, the heating stops,
and an acoustic signal is generated for
4 seconds.

e Remove the workpiece with proper handling
equipment.

e The TWIM 15 is now ready to heat another
workpiece with the same settings.

A IMPORTANT:

The TWIM 15 can heat up components up to

200 °C (392 °F). Do not use Time Mode to go above
200 °C (392 °F). Heating above these temperatures
might damage the heater.

Do not leave the heater unattended in Time Mode.

10 EN

6.4 Non-bearings mode selection

A non-bearing mode is available. In this mode all
the power is mainly focused on the innermost part
of the component, where the interference fit with
the shaft will be.

This mode is intended to make the heating of

non-bearings faster; however, it might occur that

this benefit is not accomplished due to the specific
geometry of the workpiece to be heated.

The normal modes are designed for bearings.

In these cases, the TWIM 15 is heating the inner

and outer ring independently to maintain a small

temperature difference and avoid internal tensions
due to an excessive thermal expansion of the inner
ring compared to the outer ring.

e Press the LOW POWER and the “+" buttons
at the same time to enable the non-bearings
mode. Once selected, the Low Power LED will
be blinking.

e Now, Time or Temperatures modes can be
selected.

e The maximum heating temperature capacity
of the heater depends on the dimensions and
weight of the component. In case of doubt,
consult with your SKF specialist.

e Press the LOW POWER and the “+" buttons
again to deactivate the mode.
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6.5 Power level selection

The shape, weight, size and internal clearances, all
affect to the time required to heat up a bearing. The
large variety of bearings precludes the possibility of
providing a specific power level setting for each type.
Instead, the following guidelines are provided:

e Inthe case of shielded or sealed bearings with
metallic inserts, the LOW POWER mode must
be always selected. Light metallic rings can heat
up much faster than the rest of the component.
This might damage the bearing or the heater
itself due to too high temperatures.

e Inthe case of very small bearings, the power of
the TWIM 15 is automatically lowered.

If too fast heating is detected, the LOW POWER
mode must be selected. If the component
heats up faster than what can be read by the
temperature probe, the component might reach
temperatures above the desired level.

e Inthe case of the TWIM 15, heating bearings
with a tight internal clearance (C1 or C2) or
preloaded bearings is not an issue.

If a too high temperature difference is detected,
the LOW POWER mode must be selected.

Slow heating ensures that the bearing expands
evenly, thereby preventing damage to the
bearing.
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7. Safety features

The TWIM 15 is equipped with the following safety

features:

e Automatic overheating protection of the
heater. The heater has several internal
temperature sensors to protect itself. In case
that the temperature measured by one of them
is too high, measures are automatically taken to
stop this. For example, the heater might lower
the power or stop. In any case, the user must
monitor the process since too fast temperature
increases might not be detected on time.

e Over current protection.

The heater has a built-in fuse.

e Too hot surface warning.

A “hot” message in the screen will be shown
when the temperature of the surface of

the top plate will be above 60 °C (140 °F)
approximately.

e  Faulty temperature probe detection.

In Temperature Mode, the heater will give an
error and stop if no temperature increase is
detected.

NOTE:

To increase the time to error EO5 by a 50%, press
the “Mode” and the “-"buttons simultaneously.
“t1.5” will be shown on the display briefly when this
is activated and “t1.0” when deactivated again.
This setting has to be chosen for every individual
heating job.
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8. Troubleshooting

It might happen that you encounter a failure in the
heater. If this happens, have a look to the following

options:

e The heater does not start at all. Make sure that e A system fault will be indicated by an acoustic

the heater is properly connected to the power
supply and that the fuse holder is properly

mounted. If the fuse holder is slightly out of
place, no current will pass through.

Error code
EOO

EO1

E02

EO3

EO4

E05

12 EN

Fault

No workpiece detected

- Too small workpiece

- During heating, the workpiece has
been moved

Hardware defect

- No communication from internal
electronics

- Wiring damage

Fan Failure
- Damaged fan
- Fan wiring damaged

Overheated coils

- Too intense use without time to
cool down

- At start, coil temperature sensor
damaged

Power electronics overheated
- Too intense use without time to
cool down

Too slow temperature increase

- Temperature probe not attached
to the component

- Workpiece out of range (too big
or heavy for heating capacity)

signal and one of the following fault codes on
the user interface display will be shown:

Action to fix it

- Make sure that the workpiece is
within the operating range (weight
and size)

- Place it centered and don't move it
during the heating.

Return to reseller

Return to reseller

- Remove workpiece

Do not switch off the heater
to allow the fan to cool the
heater down. The error will be
automatically cleared
Otherwise, return to reseller

Remove workpiece

Do not switch off the heater
to allow the fan to cool the
heater down. The error will be
automatically cleared
Otherwise, return to reseller

Make sure that the thermocouple
is mounted correctly (to a flat,
clean surface)

Increase the safety time to error
by pushing MODE & “-*
simultaneously for big
components
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Error code Fault Action to fix it

E06 Missing or Invalid Thermocouple - Check Thermocouple connection
- Temperature probe not connected and wire damage
or damaged - If damaged, use Time Mode and
- Temperature probe removed use an external thermometer

during operation Do not remove the probe during
- Temperature probe still cooling operation.
down from a previous heating job. Allow some cooling time until
temperature probe reading
stabilization.

EO7 Power electronics failure - Reset the heater
- Electronics disturbance - Replace power print
- Electronic damage (send to reseller)

EO8 Mains supply voltage out of range - Reset the heater
- Eventual voltage peak - Check mains supply for correct
- Power supply out of tolerance (10%) level

E10 Environment Temperature - Make sure the heater is within
out of range temperature range

Use it indoors and avoid sun

- Operating range in between
0 - 40°C (32 -104 °F)
E11 No calibration data
- Electronics failure

Return for re-calibration

E12 Wrong voltage supply - Check the voltage version of the
- Voltage out of calibration range heater

- Check the voltage of the power
supply

akF EN 13



9. Warning labels and safety

Warning label Meaning

Use heat protection gloves
In case of burning your fingers, get first aid help if necessary.

Risk of pinching your fingers
Special care needs to be taken into account when positioning components on the heater
or transporting them.

Always read the instructions for use

Electro-magnetic field radiation
The heater emits a magnetic field and a distance of 30cm (1ft) needs to be kept in
between the user and the heater when heating.

Risk if metallic implants in the user’s body
Due to the magnetic field, people with implants should take
extra safety distance.

Hot surfaces
There are hot surfaces on the heater such as the heated element, but also
the heater itself might get hot. Take the right preventive measurements.

Risk for people wearing pacemakers
Due to the magnetic field, people wearing pacemakers should take
extra safety distance.

@B B PO

14 EN akF



10. Spare parts

TWIM 15-3

Spare parts Description
Magnetic K-type probe 400mm (1.31 ft)

11. Maintenance and disposal

Store the heater in a dry area, with low
humidity (0-95% non-condensing).

Store and transport the heater within a
temperature range of 0- 50 °C (32 - 122 °F).
Keep the heater clean with a soft dry cloth.
Remove all oil drippings that might remain after
use.

The heater does not require any specific
maintenance nor regular calibration.

Do not try to fix the heater yourself.

Approach your SKF contact person or distributor
if there is any malfunctioning or preventive
repair needed.

The heater is calibrated during production.

If some repairs are performed, the heater needs
to be recalibrated.

In case of disposal of the heater, take the
necessary measurements to recycle it.

Do not dispose it in a general waste bin.

akF
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SKF TWIM 15
Addendum for version 2019/09

Page 3

Safety recommendations

e Use the right power level, especially with
shielded or sealed with metallic inserts
bearings. SKF does not recommend heating
bearings capped with seals or shields above
80 °C (175 °F). However, if higher temperatures

Page 10

6.3 Time mode

A IMPORTANT:

The TWIM 15 can heat up components up to

200 °C (392 °F). Do not use Time Mode to go above
200 °C (392 °F). Heating above these temperatures
might damage the heater.

are necessary, please contact SKF.

Do not leave the heater unattended in Time Mode.

e Make sure that the component does not heat up

above any desired limit by properly measuring

Page 11

temperature. If so, adjust the power level

accordingly.
Page 6
3.1 Technical data

Designation
Application

Bearing weight range ?

Min. bearing bore diameter

Max. bearing outer diameter

Max. bearing width

Performance examples

(bearing, weight, temperature, time)
Maximum power

Voltage and frequency
Max. current consumption
Temperature control
Demagnetisation

Dimensions (w x d x h)
Total weight

6.5 Power level selection

The low power modes can be selected by pressing
the LOW POWER button. The display will indicate
the power level selected.

TWIM 15

0,5 kg (1.1 Ib) - 20 kg (44 Ib)

30 mm (1.18 in)

320 mm (12.6 in)

85 mm (3.35 in)

6320: 7,1 kg (15,7 Ib), 110 °C (230 °F), 320 seconds
22320 CC/W33:12,8 kg (28.2 Ib), 110 °C (230 °F), 755 seconds
TWIM 15/230V: 2,3 kVA

TWIM 15/110V: 1,8 kVA

TWIM 15/230V: 230V, 50/60 Hz

TWIM 15/110V: 110V, 50/60 Hz

TWIM 15/230V: 10 A

TWIM 15/110V: 16 A

20-200 °C (68 - 392 °F)

The heater does not magnetise

450 x 500 x 100 mm (17.7 x 19.7 x 3.9 in)

6,6 kg (14.6 Ib)

1) SKF does not recommend heating bearings capped with seals or shields above 80 °C (175 °F).
However, if higher temperatures are necessary, please contact SKF.

2 Depending on the geometry of the bearing, maximum heating temperature and power availability.
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4. Installation
AN IMPORTANT:

The heater does not need to be connected to ground
since it is a double insulated device with a plastic

housing.

akF
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11. Accessory
Designation Description
TWIM 15-BAG Carrying and storage bag for TWIM 15
Size: 450 x 450 x 100 mm
Colour: Black

Material: Outside - Polyester (1680D) / Lining- EVA-foam and PU

Fig. 3 & 4 - Carrying and storage bag for TWIM 15

2  ADDENDUM 2020/04 akF
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e Weil das TWIM 15 ein Magnetfeld erzeugt,
dirfen sich Menschen mit Herzschrittmacher
wahrend des Betriebs nicht innerhalb von 5 m
des TWIM 15 aufhalten.

e Wahrend des Anheizungsprozesses ist ein
Sicherheitsabstand von 30 cm zum Werksttick
oder dem Anwarmgerat einzuhalten.
Elektronische Gerate, wie z.B. Armbanduhren,
Mobiltelefone usw. konnen ebenfalls betroffen
sein.

e Alle Anweisungen befolgen.

e Achten Sie darauf, dass die
Versorgungsspannung nicht vom zulassigen
Bereich von 100 - 240V, 50 - 60 Hz abweicht.

e Verwenden Sie die richtige Leistungsstufe,
inshesondere bei Lagern mit Deckscheiben oder
mit Metalleinsatzen.

e Halten Sie das TWIM 15 von hoher
Luftfeuchtigkeit oder entziindlichen
Atmospharen fern und benutzen Sie es nicht im
Freien.

e Nehmen Sie am TWIM 15 keine Modifizierung
vor. Reparaturen dirfen nur von einer
qualifizierten SKF Werkstatt durchgefiihrt
werden. Bertihren Sie kein beschadigtes
Anwarmgerat, wenn es an das Stromnetz
angeschlossen ist.

e Das TWIM 15 ist ausschlieBlich zum Anwarmen
von Lagern, Zahnradern, Kupplungen und
anderen industriellen Ringkomponenten
bestimmt. Es ist nicht fur die Verwendung
als induktive Haushaltsplatte vorgesehen.
Erwarmen Sie keine Kochpfannen oder -topfe.

e Das Anwarmgerat muss von professionell
ausgebildeten Personen bedient werden. Das
Anwarmgerat nicht unbeaufsichtigt lassen. Dies
gilt inshesondere bei Verwendung des Timers.

e Zum Anheben schwerer Werkstlicke geeignete
Arbeitsgerate verwenden.

e Kontakt mit heiBen Flachen vermeiden.

QP
OF

Sicherheitshinweise
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Stets Schutzhandschuhe tragen. Bei

Verbrennungen ggf. Erste Hilfe anfordern.

e Niemals auf Temperaturen Uber 200 °C

erwarmen.

e Im Brandfall kein Wasser oder Pulverloschmittel

verwenden. Dadurch wird die Elektronik

beschadigt. Stattdessen wird ein CO2-
Feuerloscher empfohlen (sofern vorhanden).

e Beachten, dass das angewarmte Element

Dampfe absondern kann.

CE Konformitatserklarung

Die SKF Maintenance Products, Meidoornkade 14,
3992 AE Houten, Niederlande erklart hiermit unter
unserer alleinigen Verantwortung, dass die in dieser
Gebrauchsanweisung beschriebenen Produkte den
folgenden Richtlinien und Normen entsprechen:
EUROPAISCHEN NIEDERSPANNUNGSRICHTLINIE
2014/35/EU

EMV-Richtlinie 2014/30/EU

auBerdem stimmen sie mit den folgenden Normen
Uberein:

EN 61000-6-2 (2005) + AC (2005) Storfestigkeit
fur Industriebereiche

EN 55011 (2009) + A1 (2010), Klasse A, Gruppe |l
(Emission)

EN 61000-3-2 (2014), A (Emission)

EN 61000-3-3 (2013) (Emission)

EN 60335-1 (2012): Sicherheit von
Haushaltsgeraten und ahnlichen Elektrogeraten

RoHS-Richtlinie (EU) 2015/863
EN 50581:2012

Houten, in den Niederlanden, Juni 2019

ﬁrza{m/ c €

Mrs. Andrea Gondova
Manager Quality and Compliance

DE 17



1. Lieferumfang

Das tragbare Induktions-Anwarmgerat TWIM 15
beinhaltet:

Induktions-Anwarmgerat TWIM 15

Magnetischer Temperaturfiihler TWIM 15-3,

400 mm, K-Typ

Warmebestandige Handschuhe TMBA G11
Schukostecker lose beigelegt bei der
TWIM/230V Version

18 DE

2. Einleitung

Das tragbare Induktions-Anwarmgerat TWIM 15 ist
zum Anwarmen von Rollenlagern bestimmt, die mit
Presspassung auf einer Welle montiert sind.

Auch andere ringformige metallische Bauteile
konnen angewarmt werden.

Die Hitze verursacht ein Expandieren des Lagers,
was die Notwendigkeit einer Kraftanwendung
wahrend des Einbaus beseitigt. Eine
Temperaturdifferenz von 90 °C zwischen Lager
und Welle ist im Allgemeinen ausreichend, um den
Einbau zu ermaglichen.

Bei einer Umgebungstemperatur von 20 °C muss
das Lager auf 110 °C erwarmt werden.

Geschmierte und abgedichtete Lager kdnnen
erwarmt werden. Lager mit Deckscheiben oder
abgedichtete Lager mit metallischen Einsatzen
mussen kontrolliert werden, da sich die Deckscheibe
oder der metallische Einsatz wesentlich schneller
erwarmen kann als das Lager selbst. In diesen
Fallen ist zu empfehlen, die Einstellung mit
reduzierter Leistung zu wahlen.
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2.1 Funktionsweise

Das tragbare Induktions-Anwarmgerat TWIM 15
besteht aus einer hochtemperaturbestandigen,
glasfaserverstarkten Polymer-Deckplatte mit
darunter liegenden elektromagnetischen Spulen.
Wenn das Anwarmgerat eingeschaltet wird, flieRt
elektrischer Strom durch diese Spulen und erzeugt
ein fluktuierendes Magnetfeld, aber keine Warme an
der Deckplatte selbst. Wird jedoch eine Komponente
aus Eisen oder Edelstahl darauf platziert, induziert
das Magnetfeld viele kleinere elektrische Strome
(Wirbelstrome) im Metall der Komponente.

Abb. 1 — Magnetfeld um das Lager

Da Eisen Elektrizitat nur schlecht leitet, wird ein
groRer Teil der Energie all dieser kleinen Strome

in Warme umgewandelt. Bei einer induktiven
Heizplatte kommt die Warme also nicht von der
Oberflache der Deckplatte, sondern wird in der
Komponente selbst erzeugt. Dies macht das Heizen
wesentlich effizienter als andere Heizmethoden.

Der Nachteil ist, dass nur Komponenten aus Eisen
mit Induktionsplatten funktionieren. Komponenten,
die nur aus Kupfer oder Aluminium bestehen, leiten
Strom zu gut, um eine nennenswerte Warme zu
erzeugen. Gusseisen und Edelstahl funktionieren
gut. Als Faustregel gilt: Haftet ein Magnet an einem
Bauteil, wird es von der induktiven Platte erwarmt.
Dennoch konnen sich kleine Ringe aus Messing oder
Kupfer (z.B. Schilde oder Lagerkafige) aufgrund ihrer
geringen Masse wesentlich schneller erwarmen

als der Rest des Lagers, so dass stets eine niedrige
Leistungseinstellung gewahlt werden muss.
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2.2 Unterscheidungsmerkmale

Mobil einsetzbar:

Durch die verwendete Mittelfrequenztechnik
und korrekte Wahl der Materialien ist das
Anwarmgerat leicht. Dies, zusammen mit dem
eingebauten Griff, macht es tragbar, so dass es
an verschiedenen Orten eingesetzt oder leicht
in einem abgeschlossenen Raum aufbewahrt
werden kann.

Innovative Erwarmung von Lagern:

Dank einer intelligenten Konstruktion

und Betriebssoftware gewahrleistet das
Anwarmgerat eine geringe Temperaturdifferenz
zwischen dem Innen- und AuBenring des
Lagers. Dies reduziert innere Spannungen, die
durch eine tbermagige thermische Ausdehnung
des Innenrings im Vergleich zum AuRenring
entstehen.

Vielseitig:

Durch die flache Form der Induktionsplatte

ist es nicht mehr notwendig, das passende
Joch flr jedes Bauteil zu wahlen. Dies erhoht
die Anzahl der verschiedenen Komponenten,
die Sie auf der Platte erwarmen konnen, und
reduziert gleichzeitig die Anzahl der benotigten
Zubehorteile.

Leise:

Dank der zur Erwarmung von Bauteilen
eingesetzten Mittelfrequenztechnik wird kein
Gerausch erzeugt.

Eine LED zeigt an, wenn das Anwarmgerat
anwarmt, auch wenn Sie es nicht horen.

Nach einiger Zeit kann ein Lufter zu horen sein.
Dies hilft, die Elektronik zu kiihlen.
Leistungsregelung:

Dank der unterschiedlichen Leistungsstufen
kann das Anwarmgerat empfindliche
Komponenten oder andere Bauteile als Lager
langsamer erwarmen.
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3. Beschreibung

Der Betrieb der Heizung wird in zwei Betriebsarten

durch die interne Elektronik gesteuert.
Der Bediener kann entweder die gewlinschte

Temperatur des Lagers im Temperatur-Modus
auswahlen oder die Zeitdauer, in der das Werksttick
aufgeheizt wird, im Zeit-Modus einstellen. Fir die
langsamere Erwarmung empfindlicher Werkstticke
(z.B. Lager mit Deckscheiben oder Metalleinsatzen
in den Dichtungen) kann die Leistungsstufe auf den

Low Power-Modus eingestellt werden.

3.1 Technische Daten

Bezeichnungen
Max. Lagergewicht *

Min. Lagerbohrungsdurchmesser
Max. LagerauBendurchmesser

Maximale Lagerbreite

Leistungsbeispiele
(Lager, Gewicht, Temperatur, Zeit)

Maximale Leistung

Betriebsspannung

Max. Stromaufnahme

Temperatur-Regelbereich
Entmagnetisierung
Abmessungen (B x T x H)

Gesamtgewicht

TWIM 15/230V, TWIM 15/110V
20kg

20 mm
320 mm

85 mm

6320: 7,1 kg, 110 °C, 320 Sekunden
22320 CC/W33: 12,8 kg, 110 °C, 755 Sekunden

TWIM 15/230V: 2,3 kVA
TWIM 15/110V: 1,8 kVA

TWIM 15/230V: 230 V/50 Hz
TWIM 15/110V: 110 V/60 Hz

TWIM 15/230V: 10 A
TWIM 15/110V: 16 A

20-200 °C
Das Anwarmgerat magnetisiert nicht
450 x 500 x 100 mm

6,6 kg

* Abhdngig von Lagergeometrie, maximaler Anwdrmtemperatur und Leistungsverfiigbarkeit.
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4. Einbau
Ein qualifizierter Elektriker muss einen geeigneten
Stecker installieren. Stellen Sie sicher, dass die
Netzspannung je nach Aufwarmgeratetyp innerhalb
des angegebenen Bereichs liegt.

TWIM 15/230V 230V/50 Hz

Netzversorgungsklemme Kabelfarbe

Neutral Blau
Strecke Braun
Masse Nicht verbunden

TWIM 15/110V 110 V/60 Hz

Netzversorgungsklemme Kabelfarbe

Neutral WeiB

Strecke Schwarz

Masse Nicht verbunden
AWICHTIG:

Der Hauptschalter im Anwarmgerat ist kein
Sicherheitsschalter. Zur Durchfiihrung von
Reparaturen muss das Anwarmgerat vom Netz
getrennt werden.

Wenn das Netzkabel beschadigt ist, muss es
ausgetauscht werden.
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. Vorbereitung fiir die Verwendung

Stellen Sie das TWIM 15 in horizontaler
Position auf eine stabile Oberflache.

Verbinden Sie den Netzstecker mit einer
geeigneten Stromversorgung.

Platzieren Sie das zu erwarmende Werkstlck
vorsichtig in der Mitte der Deckplatte.

Das Anwarmgerat ist so ausgelegt, dass es
jeweils nur ein Bauteil anwarmt.

Bei Verwendung im Temperatur-Modus stecken
Sie den Temperaturfihler in den Anschluss.
Platzieren Sie die magnetische Spitze des
Flhlers auf der horizontalen Flache des
Lagerinnenrings oder auf der innersten Flache
des Werksticks.

Schalten Sie das Anwarmgerat Uber den
Hauptschalter ein, der sich hinten rechts am
Anwarmgerat befindet. Die Power-LED leuchtet
einige Sekunden lang, bis das gesamte Display
und das Anwarmgerat betriebshereit sind.
Wahlen Sie den richtigen Heizmodus und die
richtigen Einstellungen.

Nachdem Sie das Bauteil erwarmt haben,
befestigen Sie die magnetische Flihlerspitze
an dem Metallstreifen am Gehause des
Anwarmgerats. Dies ist der Parkplatz des
Temperaturfihlers, der sich hinten links am
Anwarmgerat befindet.
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6. Bedienung

6.1 Benutzeroberflache

Abb. 2 — Benutzeroberfldche

Von links nach rechts:

LOW POWER-Taste und LED.

Diese Taste reduziert die Leistung der Heizung
auf die Halfte der normalen Leistung.

Wenn der LOW POWER-Modus gewahlt ist,
leuchtet die rote LED.

Die Taste mit den Temperatur- und
Zeitsymbolen ist die MODUS-Taste. Diese Taste
schaltet zwischen dem Temperatur-Modus und
dem Zeit-Modus um.

LED-Anzeige. Hier werden die
Prozessinformationen angezeigt:
Solltemperatur, Isttemperatur, Fehlercodes,
Zeit usw.

MINUS- und PLUS-Tasten. Diese Tasten
verringern oder erhohen den auf dem
LED-Display angezeigten Wert.
START/STOP-Taste und Heizen-LED.

Dricken, um das Anwarmgerat zu starten
oder zu stoppen. Die LED-Taste ist dauerhaft
eingeschaltet, wenn das Anwarmgerat heizt.
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6.2 Temperatur-Modus

In diesem Modus konnen Komponenten auf eine
bestimmte Temperatur erwarmt werden.

Wenn auf dem LED-Bildschirm °C oder °F
angezeigt wird, ist der

Temperatur-Modus ausgewahlt.

Die gewahlte Temperatur wird auf dem Display
angezeigt. Die Standardtemperatur fiir Lager
betragt °C. Wenn eine andere Temperatur
gewlnscht wird, driicken Sie + oder —, um die
Temperatur in Schritten von 1° einzustellen.
Halten Sie die Taste + bzw. — gedrlckt, um die
Einstellung zu beschleunigen.

Es kann wiinschenswert sein, Lager oder
andere Komponenten auf Temperaturen

Uber 110 °C zu erwarmen, um eine langere
Montagezeit oder festere Presspassung

zu erreichen. Konsultieren Sie die
Lagerspezifikationen, um die maximal zulassige
Temperatur zu bestimmen. Achten Sie immer
darauf, dass das Lager nicht durch eine
Ubermagige Ausdehnung des Innenrings im
Vergleich zum AuBenring blockiert wird.
Achten Sie darauf, dass der Temperaturfihler
am Lagerinnenring angebracht ist.

Dricken Sie START/STOP, um den
Anwarmvorgang zu starten.

Die Heizen-LED leuchtet auf. Selbst wenn

Sie dies nicht horen konnen, wird das Bauteil
erwarmt.

Die Benutzeroberflache zeigt die vom
Temperaturfiihler erfasste Temperatur an.
Temperaturunterschiede zwischen oben und
unten konnen auftreten. Dies ist auf den
hoheren Einfluss der induktiven Spulen auf
den unteren Teil des Bauteils zurlckzufihren.
Dieser Effekt wird in den letzten Stufen der
Erwarmung automatisch angepasst.
Wahrend des Heizens wird beim Driicken der
MODUS-Taste die Anwarmzeit angezeigt.
Wenn die gewahlte Temperatur erreicht ist,
kann das Lager entfernt werden.

Ein akustisches Signal mit einer Dauer von

4 Sekunden wird ausgegeben.

Wenn das Bauteil nicht entfernt oder

der Prozess gestoppt wird, halt die
Temperaturhaltefunktion das Bauteil

10 Minuten lang auf Temperatur.

Durch Entfernen des Temperaturfihlers oder
des Werkstlicks wird der Anwarmvorgang
automatisch abgebrochen. Er kann auch durch
Driicken der START/STOP-Taste abgebrochen
werden.
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e  Entfernen Sie das Werksttick mit dem
richtigen Werkzeug. Achten Sie darauf, dass
die heiBe Komponente beim Entfernen nicht
die Benutzeroberflache berthrt, da dies das
Anwarmgerat beschadigen konnte.

e Das Anwarmgerat ist jetzt bereit, ein weiteres
Werksttick mit den gleichen Einstellungen
anzuwarmen.

e e Abhangig von der GroRe des Lagers kann es
einige Zeit dauern, his der Temperatursensor
den ersten Temperaturanstieg registriert. Der
Grund dafir ist, dass die Warme hauptsachlich
vom unteren Teil des Lagers kommt und die
Warme einige Zeit benétigt, um nach oben
Ubertragen zu werden.

AWICHTIG:

Das TWIM 15 kann Komponenten bis zu 200 °C
erwarmen. Eine Erwarmung Uber diese Tempera-
tur (z.B. im Zeitmodus) kann das Anwarmgerat
beschadigen.
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6.2.1 Temperaturmessung

e Wenn die Heizung nicht in Betrieb ist,
kann die Temperatur des Werkstlicks durch
gleichzeitiges Dricken von MODE und
START/STOPP gemessen werden.

Dricken Sie eine beliebige Taste, um die
Temperaturmessung abzubrechen.

e Der Temperaturflhler ist ein wertvoller
Bestandteil des Anwarmgerats. Behandeln Sie
ihn mit Vorsicht. Nach Gebrauch empfehlen wir,
ihn auf dem Parkplatz fiir den Flhler hinten
links neben dem Anwarmgerat zu platzieren,
um Beschadigungen zu vermeiden.

e Die Oberflache des Werkstiicks, auf dem
der Temperaturfiihler platziert wird,
sollte sauber, trocken und eben sein.
Messungen auf verschmutzten, nassen oder
gekrimmten Oberflachen flihren zu falschen
Temperaturmessungen und konnen zu einer
Uberhitzung des Werkstiicks oder sogar zur
Beschadigung des Anwarmgerats fihren.

e Wenn Sie eine Komponente nach der anderen
in warmen Umgebungen oder bei sehr hohen
Temperatureinstellungen erwarmen, kann es
sein, dass der Temperaturfiihler vor Beginn
eines neuen Anwarmvorgangs etwas zusatzliche
Zeit zum Abkihlen benatigt.

Eventuell wird dann der Fehlercode EO6
ausgelost. In diesem Fall lassen Sie den
Temperaturfihler einfach etwas auf einer kalten
Oberflache abkuhlen.

6.2.2 Wechsel der Temperatureinheit

Dricken Sie gleichzeitig MODE und +, um zwischen
°C und °F zu wechseln.

Nach Abschluss eines Heizzyklus bleibt die
Einstellung der Temperatureinheit auch nach

dem Trennen des Anwarmgerats vom Stromnetz
erhalten.
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6.3 ZEIT-Modus

Dieser Modus eignet sich fiir die Verarbeitung

von Losen, wenn die Zeit, die bendtigt wird, um

ein Werkstick auf eine bestimmte Temperatur zu
erwarmen, bereits bekannt ist. Sie wird auch in
Notfallen eingesetzt, wenn der Temperaturfiihler
fehlt oder defekt ist. Die Temperatur des Werkstticks
muss dann mit einem externen Thermometer, wie
beispielsweise einem TKDT 10, kontrolliert werden.

6.4 Auswabhl des Nicht-Lager-Modus

Ein nicht flr Lager vorgesehener Modus ist
verflgbar. In diesem Modus wird die gesamte
Leistung hauptsachlich auf den innersten Teil des
Bauteils konzentriert, wo sich die Presspassung mit
der Welle befindet.

Dieser Modus soll das Erwarmen von Nicht-Lagern
beschleunigen; es kann jedoch vorkommen, dass
dieser Vorteil aufgrund der spezifischen Geometrie
des zu erwarmenden Werksticks nicht erreicht wird.

Wird die Temperatur nicht tberwacht, kann dies
zu Schaden an der Deckplatte durch zu hohe
Temperaturen flhren.

e Wenn das Display der Benutzeroberflache °C

oder °F anzeigt, driicken Sie die MODUS-Taste,

um den Zeit-Modus auszuwahlen.
e Mitder Taste + bzw. — wird die Zeit eingestellt.
e Driicken Sie START/STOP, um den
Anwarmvorgang zu starten. Das Display zeigt
die verbleibende Zeit an.

e Wahrend der Erwarmung kann die vom Flhler

(falls vorhanden) gemessene Temperatur
durch Driicken der MODUS-Taste angezeigt

werden. Bei erneutem Driicken wird wieder die

verbleibende Zeit angezeigt.
e Nach Ablauf der Zeit wird die Erwarmung

beendet und 4 Sekunden lang ein akustisches

Signal ausgegeben.

e Entfernen Sie das Werksttick mit dem richtigen

Werkzeug.

e Das TWIM 15 ist jetzt bereit, ein weiteres
Werksttick mit den gleichen Einstellungen
anzuwarmen.

AWICHTIG:
Das TWIM 15 kann Komponenten auf bis zu

200 °C erwarmen. Verwenden Sie den Zeit-Modus
nicht, um Temperaturen Gber 200 °C zu erreichen.

Eine Erwarmung Uber diese Temperaturen hinaus
kann das Anwarmgerat beschadigen.

Lassen Sie das Anwarmgerat im Zeit-Modus nicht
unbeaufsichtigt.
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Die normalen Modi sind fiir Lager ausgelegt.

In diesen Fallen erwarmt das TWIM 15 den Innen-

und AuBenring unabhangig voneinander, um eine

geringe Temperaturdifferenz aufrechtzuerhalten
und innere Spannungen durch eine tbermagige
thermische Ausdehnung des Innenrings gegentber
dem AuBenring zu vermeiden.

e Drlicken Sie gleichzeitig die Tasten
LOW POWER und ,+“, um den Nicht-Lager-
Modus zu aktivieren. Nach erfolgter Auswahl
blinkt die Low Power-LED.

e Jetzt konnen Sie den Zeit- oder Temperatur-
Modus auswahlen.

e Die maximale Heiztemperaturleistung des
Anwarmgerats hangt von den Abmessungen
und dem Gewicht des Bauteils ab. Wenden Sie
sich im Zweifelsfall an Ihren SKF Spezialisten.

e Drlcken Sie die Tasten LOW POWER und ,+"
erneut, um den Modus zu deaktivieren.
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6.5 Leistungspegelauswahl

Form, Gewicht, GroRe und Innenabstande
beeinflussen die Zeit, die benotigt wird, um ein
Lager zu erwarmen. Die groBe Auswahl an Lagern
schlieBt die Madglichkeit aus, eine bestimmte
Leistungspegelauswabhl fir jeden Typ anzubieten.
Stattdessen werden die folgenden Richtlinien zur
Verfligung gestellt:

Bei Lagern mit Deckscheiben oder
abgedichteten Lagern mit metallischen
Einsatzen muss immer der LOW POWER-
Modus gewahlt werden. Ringe aus Leichtmetall
konnen sich viel schneller erwarmen als

der Rest des Bauteils. Dies kann das Lager
oder das Anwarmgerat selbst durch zu hohe
Temperaturen beschadigen.

Bei sehr kleinen Lagern wird die Leistung des
TWIM 15 automatisch reduziert.

Wenn eine zu schnelle Erwarmung erkannt
wird, muss der LOW POWER-Modus gewahlt
werden. Wenn sich das Bauteil schneller
erwarmt, als der Temperaturfiihler erfassen
kann, kann das Bauteil Temperaturen Gber dem
gewlnschten Wert erreichen.

Beim TWIM 15 ist das Erwarmen von Lagern
mit geringer Lagerluft (C1 oder C2) oder
vorgespannten Lagern kein Problem.

Wenn eine zu hohe Temperaturdifferenz
festgestellt wird, muss der LOW POWER-Modus
gewahlt werden. Ein langsames Anheizen

stellt sicher, dass das Lager sich gleichmaRiger
ausdehnt, wodurch eine Beschadigung des
Lagers verhindert wird.
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7. Sicherheitsfunktionen

Das TWIM 15 ist mit den folgenden
Sicherheitsfunktionen ausgestattet:

Automatischer Uberhitzungsschutz des
Anwarmgerats. Das Anwarmgerat verfligt
zum eigenen Schutz Uber mehrere interne
Temperatursensoren. Sollte die von einem von
ihnen gemessene Temperatur zu hoch sein,
werden automatisch Magnahmen ergriffen, um
dies zu unterbinden. So kann das Anwarmgerat
beispielsweise die Leistung verringern oder die
Heizfunktion abschalten. In jedem Fall muss
der Benutzer den Prozess Gberwachen, da zu
schnelle Temperaturanstiege maglicherweise
nicht rechtzeitig erkannt werden.
Uberstromschutz.

Das Anwarmgerat hat eine eingebaute
Sicherung.

Warnung vor zu heiRer Oberflache.

Die Meldung ,hot” erscheint auf dem Display,
wenn die Temperatur der Oberflache der
Deckplatte ca. 60 °C tbersteigt.

Erkennung eines defekten
Temperaturfiihlers.

Im Temperatur-Modus gibt das Anwarmgerat
einen Fehler aus und schaltet ab, wenn kein
Temperaturanstieg festgestellt wird.

HINWEIS:

Um die Zeit bis zur Ausgabe des Fehlers EO5 um
50% zu erhchen, driicken Sie gleichzeitig die Tasten
,Mode"und ,—". Bei Aktivierung wird kurz ,t1.5"
angezeigt, bei Deaktivierung ,t1.0".

Diese Einstellung muss fur jede einzelne
Anwarmaufgabe gewahlt werden.
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8. Schadensbehebung

Es kann vorkommen, dass ein Fehler im
Anwarmgerat auftritt. In diesem Fall sollten Sie
feststellen, ob eine der folgenden Situationen

vorliegt:

e Das Anwarmgerat startet Gberhaupt nicht. e Ein Systemfehler wird durch ein akustisches

Vergewissern Sie sich, dass das Anwarmgerat
ordnungsgemag an die Stromversorgung
angeschlossen ist und dass der

Signal angezeigt, und einer der folgenden
Fehlercodes erscheint auf dem Display der

Benutzeroberflache:

Sicherungshalter richtig montiert ist. Wenn
der Sicherungshalter leicht versetzt ist, flieBt

kein Strom.

Fehlercode
EOO

EO1

E02

EO3

EO4

EO05
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Stérung

Kein Werkstiick erkannt

- Werksttick zu klein

- Wahrend des Erwarmens wurde
das Werkstiick verschoben

Hardware-Defekt

- Keine Kommunikation von der
internen Elektronik

- Verdrahtungsschaden

Liifterausfall

- Lifterschaden

- Lufterverdrahtung beschadigt

Uberhitzte Spulen

- Zu intensiver Gebrauch ohne Zeit
zum Abkuhlen

- Beim Start,
Spulentemperatursensor
beschadigt

Leistungselektronik tiberhitzt
- Zu intensiver Gebrauch ohne Zeit
zum Abkihlen

Zu langsamer Temperaturanstieg

- Temperaturfiihler nicht am Bauteil
angebracht

- Werkstlick auBerhalb des Bereichs
(zu groR oder schwer fiir die
Heizleistung)

MaBnahme zur Behebung

Stellen Sie sicher, dass sich das
Werkstlck im Betriebsbereich
(Gewicht und GroRe) befindet
Positionieren Sie es zentriert und
bewegen Sie es nicht wahrend der
Erwarmung.

Riicksendung an den Handler

Ricksendung an den Handler

Werkstlck entfernen

Schalten Sie das Anwarmgerat
nicht aus, damit der Lufter das
Anwarmgerat abkihlen kann. Der
Fehler wird automatisch geloscht
Andernfalls Riicksendung an den

Handler
Werkstlck entfernen

Schalten Sie das Anwarmgerat
nicht aus, damit der Lifter das
Anwarmgerat abkihlen kann. Der
Fehler wird automatisch geloscht
Andernfalls Riicksendung an den
Handler

Achten Sie darauf, dass das
Thermoelement richtig montiert
ist (auf einer ebenen, sauberen
Flache)

Erhdhen Sie bei groRen
Komponenten die Sicherheitszeit
bis zum Fehler, indem Sie
gleichzeitig MODE und ,—*
driicken.
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Fehlercode
E06

EQ7

E08

E10

E11

E12

akF

Stoérung

Fehlendes oder ungiiltiges

Thermoelement

- Temperaturfiihler nicht
angeschlossen oder beschadigt

- Temperaturfiihler wahrend des
Betriebs entfernt

- Temperaturfiihler kihlt noch von

einem vorherigen Heizvorgang ab.

Ausfall der Leistungselektronik
- Storung der Elektronik
- Elektronikschaden

Netzspannung auBerhalb des

Bereichs

- Maogliche Spannungsspitze

- Spannungsversorgung auBerhalb
Toleranz (10%)

Umgebungstemperatur

auRerhalb des Bereichs

- Betriebsbereich zwischen
0-40°C

Keine Kalibrierdaten
- Elektronikausfall

Falsche Spannungsversorgung
- Spannung auBerhalb des
Kalibrierbereichs

MaBnahme zur Behebung

- Thermoelementanschluss und auf

Kabelbeschadigung priifen

Bei Beschadigung den Zeitmodus

und ein externes Thermometer

verwenden

- Den Fuhler wahrend des Betriebs
nicht entfernen.

- Einige Zeit abkihlen lassen,
bis sich die Messwerte des
Temperaturfihlers stabilisiert
haben.

Zurlcksetzen des Anwarmgerats
Power Print austauschen
(an Handler senden)

Zurlcksetzen des Anwarmgerats
Netzversorgung auf korrekten
Pegel priifen

Sicherstellen, dass sich

das Anwarmagerat im
Temperaturbereich befindet

Im Innenbereich verwenden und
Sonne vermeiden

Rucksendung zur Neukalibrierung

Spannungsvariante des
Anwarmgerats prifen
Spannung der Stromversorgung
Uberprifen
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Bedeutung

Hitzeschutzhandschuhe tragen
Bei Verbrennungen an Fingern ggf. Erste Hilfe anfordern.

Quetschgefahr fiir die Finger
Bei der Positionierung von Komponenten auf dem Anwarmgerat oder bei deren Transport
ist besondere Vorsicht geboten.

Lesen Sie die Bedienungsanleitung stets sehr sorgfiltig

Strahlung durch elektromagnetisches Feld
Das A